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•  Set up enterprise strategic target: Within 20 years, we are confident that we will  
   be a 10 Billion RMB lighting company, and our photoelectric technology   
   research facilities will rival those of world-class universities.

•  Decided to operate with Business Unit: Set up industry chain layout which takes   
   seven major production lines as base, and they are: LED Drivers, LED 
   Residential Lighting, LED Commercial Lighting, LED Biology Lighting, LED 
   Caravan Lighting, LED Smart Lighting, Smart Systems.
•  Corporated with IT/Communications Industry, set up Shenzhen Airsmartx 
   technology Co.,Ltd. Specialized in smart lighting, smart union product research, 
   B2C business platform.

•  Awarded“National High Technology Enterprise”
•  Set up market sales agent channels in Europe main cities

•  Cleared enterprise development direction in the next 10 years, decide to set up 
   international brand

•  Set up sales branch company in Europe
•  Awarded“The most Learning Enterprises”

• Invested to set up the Test Centre which meet the standardof IEC 
  InternationalElectrical Committee
• Passed the Germany TUV and USA UL Witness recognizedLaboratory 
  Qualification

•  LetaronElectronicCo.,Ltd was established 
•  Passed ISO9001,BSCI, BRC international accreditation
•  Awarded“Guangdong Private Technology Enterprises”
•  Implemented the Dingjie ERP OA system and flow process operation 

•  Letaron International(Hong Kong) Co., Ltd was established 

Development History

2005

2008

2009

2011

2010

2012

2014

2015

China(Jiangsu) China(Shanghai)

China(Shenzhen) China(Dongguan)

Finland

Global Presence

England
France Germany
Spain

America(Houston)

Australia

Production Base
 - Changzhou Workshop

Production Base
 - the Second Workshop

Production Base
 - Main Workshop

LEKAMAN Lighting 
Co., Ltd. (Shanghai)

Shenzhen Airsmartx 
Technology Co., Ltd.

Has established office, 
showroom and 
warehourse in Germany



For many years, Letaron has been focusing on 
LED drivers, RGB controllers,IR/PIR sensors, 
remote controllers, ZigBee and Bluetooth smart 
lighting systems,LED residential lighting, LED 
display lighting, LED commercial light ing, LED 
biological lighting, LED caravan lighting and 
other high-tech smart lig hting products.

Because of our technical expertise and high quality 
design, all our products have received national certifi 
cation authority: V D E , T U V, D E M K O , S E M K O , 
F I MK O , NEMKO, UL/cUL, CCC, PSE, S-mark, PSB, 
B-mark, NF, Gost-R, SAA, FCC, VCCI, EMC, C-tick, etc. 
We have received several awards such as “The Most 
Lear ning Enterprise”, “Guangdong Private Technology 
Enterprise”, “National High and New Technology 
Enterprise”.

During 2009, Letaron invested US$500,000 and set up an internal test laboratory which can totally implement both safety and 
EMC testing according to IEC standards: EN/IEC 61347-1, EN/IEC 61347-2-2, EN/IEC 61347-2-3, EN/IEC 61347-2-13, EN/IEC 
60598-1,EN/IEC 60598-2-1, EN/IEC 60598-2-2, EN/IEC 60598-2-24, EN/IE 60598-2-6.

In 2011, we passed the TUV SUD ISO 17025 audit and received a witness test laboratory authorisation.

Letaron is a world leader in LED lighting, providing state-of-the-art lighting systems to more than twenty countries in Europe 
and North America. This has been achieved after almost a decade of major investment in design, research and development, 
and production facilities.

We have two production facilities and twelve sales subsidiaries. Our technical research centres in Germany, Italy and Spain, 
together with our co ntinuous programme of investment, ensures that all our products and services not only match global 
technology requirements, but are also backed up by quality performance and a strong management structure.
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There are two types of LED Control Gears :  Constant Current (CC) and Constant Voltage (CV).  When you are using Constant 
Voltage Control Gear, resistor needed to adding on the LED Module to limit the current passing through the LED chip. 
For the  selection of the Control Gear (CC or CV), it will depend on your application. Under the below circumstances, Constant 
Voltage Control Gear will be used :                                                                                                                      
1.  Controller adding on the output side;    
2.  Switch or Connection Plug adding on the output side; 
3.  Using LED Module or LED Strip which is Constant Voltage design.

Constant Current Version

Constant Current load diagram Constant Voltage load diagram

Constant Current and Constant Voltage Control Gear

CC CV

Constant Voltage Version

LED Driver
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L: 122mm    B: 38mm
L1: 113.8mm     H: 20mm     B1: 30.2mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max.wire length=2M

CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  Wide range of Constant Current from 350-700mA
-  IP20
-  Rated Input Voltage : 120Vac
-  Power Factor ≥0.9
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
-  Triac Dimming
    

Wiring DiagramPhysical Parameter

Constant Current LED Driver

LED Driver 350/500/700mA   12W
UL Dimmable/S

Lifetime 30000H

Constant Current VersionWork Mode

Item No. AED12-350ILSK-UL AED12-500ILSK-UL AED12-700ILSK-UL

Output

Output Current

27-36VDC 19-25VDC 14-18VDC

12W

210mA

-

120Vac

60HZ

≥0.9

-

40%/10%

15%

122x38x20mm

Output Voltage Range

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

UL UL ULApproval

Others

700mA500mA350mA

≥76%
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16.5W

-Max. Output Voltage

IP20

120

85°
Tc Ta

-10°+45° -20°+80°



CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  Wide range of Constant Current from 350-700mA
-  IP20
-  Rated Input Voltage : 120Vac
-  Power Factor ≥0.9
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
-  Triac Dimming
    

UL UL UL

L: 122mm    B: 38mm
L1: 113.8mm     H: 20mm     B1: 30.2mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max.wire length=2M

Wiring DiagramPhysical Parameter

Constant Current LED Driver

LED Driver 350/500/700mA   18W
UL Dimmable/S

Lifetime 30000H

Constant Current VersionWork Mode

Item No. AED18-350ILSK-UL AED18-500ILSK-UL AED18-700ILSK-UL

Output

Output Current

38-50VDC 26-35VDC 19-25VDC

18W

270mA

-

120Vac

60HZ

≥0.9

-

40%/10%

15%

122x38x20mm

Output Voltage Range

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

Approval

Others

700mA500mA350mA

≥76%
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23.5W

-Max. Output Voltage

IP20

120

85°
Tc Ta

-10°+45° -20°+80°



Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  Wide range of Constant Current from 500-1400mA
-  IP20
-  Rated Input Voltage : 120Vac
-  Power Factor ≥0.9
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
-  Triac Dimming
    

CC

L: 122mm    B: 42.8mm
L1: 113.8mm     H: 24mm     B1: 35mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max.wire length=2M

Wiring DiagramPhysical Parameter

Constant Current LED Driver

LED Driver 500/700/1050/1400mA   25W
UL Dimmable/S

Lifetime 30000H

Constant Current VersionWork Mode

Item No. AED25-500ILSK-UL AED25-700ILSK-UL AED25-1050ILSK-UL AED25-1400LSK-UL

Output

Output Current

38-50VDC 27-36VDC 18-24VDC 14-18VDC

25W

360mA

-

120Vac

60HZ

≥0.9

-

40%/10%

15%

122x42.8x24mm

Output Voltage Range

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

UL UL UL ULApproval

Others

700mA 1050mA 1400mA500mA

≥75%
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33.5W

-Max. Output Voltage

IP20

120

85°
Tc Ta

-10°+45° -20°+80°
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IP20 85°
Tc Ta

-10°+50°

Wiring DiagramPhysical Parameter

Constant Current LED Driver

LED Driver 250/300/350/500/700mA   06W

L: 57.2mm    B: 39.4mm
H: 20mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max.wire length=2M

Economical/S

-20°+80°

Lifetime 30000H

Constant Current VersionWork Mode

Item No. AED06-250ILS AED06-300ILS AED06-350ILS AED06-500ILS AED06-700ILS

Output

Output Current

12-24V

Max. 30V Max. 26V Max. 26V Max. 18V Max. 14V

10-18V 10-18V 6-12V 4-9V

3-6W 3-5.4W 3.5-6.3W

-

100mA

90-264Vac

100-240Vac

50-60HZ

≥0.9

≤0.3W

≤30%

57.2x39.4x20mm

3-6W 2.8-6.3W

7.7W 7W 8.2W 7.9W 8.3W

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

Approval

Others

250mA 300mA 350mA 500mA 700mA

≥78% ≥78% ≥78% ≥76% ≥76%

TUV-GS TUV-GS TUV-GS TUV-GS TUV-GS

CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  Wide range of Constant Current from 250-700mA
-  IP20
-  Rated Input Voltage : 100-240Vac
-  Power Factor ≥0.9
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
-  Small compact size 
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IP20 85°
Tc Ta

-10°+45°

Wiring DiagramPhysical Parameter

Constant Current LED Driver

LED Driver 250/300/350/500/700mA   09W

L: 66.2mm    B: 39.4mm
H: 20mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max.wire length=2M

Economical/S

-20°+80°

Lifetime 30000H

Constant Current VersionWork Mode

Item No. AED09-250ILS AED09-300ILS AED09-350ILS AED09-500ILS AED09-700ILS

Output

Output Current

20-30V 14-28V 14-28V 12-20V 6-14V

6-7.5W 4.2-8.4W 4.9-9.8W

-

200mA

90-264Vac

100-240Vac

50-60HZ

≥0.9

≤0.3W

66.2x39.4x20mm

6-10W 4.2-9.8W

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

Approval

Others

250mA 300mA 350mA 500mA 700mA

≥80% ≥80% ≥80% ≥78% ≥78%

H

L

B

Max. 35V Max. 34V Max. 34V Max. 26V Max. 20V

≤30%

9.5W 10.5W 12.3W 12.5W 12.5W

TUV-GS TUV-GS TUV-GS TUV-GS TUV-GS

CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  Wide range of Constant Current from 250-700mA
-  IP20
-  Rated Input Voltage : 100-240Vac
-  Power Factor ≥0.9
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
-  Small compact size 



IP20        N18647 
SAA121664EA 85°

Tc Ta
-10°+45°

Wiring DiagramPhysical Parameter

Constant Current LED Driver

LED Driver 200/250/300/350/500/600/700mA  12W

L: 122mm    B: 34mm
L1: 116mm     H: 19mm     B1: 27mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max.wire length=2M

Lifetime 20000H

Constant Current VersionWork Mode

Item No. AED12-
200ILSJ

AED12-
250ILSJ

AED12-
300ILSJ

AED12-
350ILSJ

AED12-
500ILSJ

AED12-
600ILSJ

AED12-
700ILSJ

Output

Output Current

24-48V 24-48V 20-40V 20-38V 12-24V 12-18V 12-18V

4.8-9.6W 6-12W 6-12W

≤30%

≤20%

150mA 150mA 140mA 150mA150mA150mA140mA

198-264Vac

220-240Vac

50-60HZ

≥0.9

≤0.5W

122x34x19mm

7-13.3W 6-12W 7.2-10.8W 8.4-12.6W

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV/SAA TUV/SAA TUV/SAA TUV/SAA TUV/SAA TUV/SAA TUV/SAAApproval

Others

200mA 250mA 300mA 350mA 500mA 600mA 700mA

≥84% ≥83% ≥84% ≥85% ≥84% ≥85% ≥84%

Economical/S

-20°+80°
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Max. 53V Max. 53V Max. 45V Max. 43V Max. 29V Max. 23V Max. 23V

14W 14.3W 14W 15.7W 14.2W 14.8W 15W

CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  Wide range of Constant Current from 200-700mA
-  IP20
-  Rated Input Voltage : 220-240Vac
-  Power Factor ≥0.9
-  Warranty :  20,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
    



       N18647 
SAA121664EAIP20 85°

Tc Ta
-10°+45°

Wiring DiagramPhysical Parameter

Constant Current LED Driver

LED Driver 300/350/500/600/700mA   25W

L: 122mm    B: 42.8mm
L1: 113.8mm     H: 24mm     B1: 34.8mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max.wire length=2M

Lifetime 20000H

Constant Current VersionWork Mode

Item No. AED25-300ILSJ AED25-350ILSJ AED25-500ILSJ AED25-600ILSJ AED25-700ILSJ

Output

Output Current

30-60V 30-60V 25-50V 20-40V 20-38V

9-18W 10.5-21W 12.5-25W

＜30%

≤20%

200mA190mA

198-264Vac

220-240Vac

50-60HZ

≥0.9

≤0.5W

122x42.8x24mm

12-24W 14-26.6W

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV/SAAApproval

Others

300mA 350mA 500mA 600mA 700mA

≥85% ≥86% ≥87% ≥87% ≥87%

Economical/S

TUV/SAA TUV/SAA TUV/SAA TUV/SAA

-20°+80°
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Max. 65V

21.3W

Max. 65V

24.9W

Max. 55V

27.5W

Max. 45V

27W

Max. 43V

29.7W

CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  Wide range of Constant Current from 300-700mA
-  IP20
-  Rated Input Voltage : 220-240Vac
-  Power Factor ≥0.9
-  Warranty :  20,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
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IP20 85°
Tc Ta

-10°+45°

Wiring DiagramPhysical Parameter

Constant Current LED Driver

LED Driver 500/600/700/900/1050mA   36W

L: 135.5mm    B: 47.5mm
L1: 126.1mm     H: 26.3mm     B1: 38.4mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max.wire length=2M

Lifetime 20000H

Constant Current VersionWork Mode

Item No. AED36-500ILSJ AED36-600ILSJ AED36-700ILSJ AED36-900ILSJ AED36-1050ILSJ

Output

Output Current

31-60V 31-60V 26-51V 21-40V 21-34V

15.5-30W 18.6-36W 18.2-36W

≤30%

≤20%

280mA270mA

198-264Vac

50-60HZ

≥0.9

≤0.5W

135.5x47.5x26.3mm

18.9-36W 22-36W

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV/SAAApproval

Others

500mA 600mA 700mA 900mA 1050mA

≥89% ≥89% ≥89% ≥88% ≥88%

Economical/S

TUV/SAA TUV/SAA TUV/SAA TUV/SAA

-20°+80°

220-240Vac

Max. 65V

33.7W

Max. 65V

39.73W

Max. 56V

40.5W

Max. 45V

40.3W

Max. 39V

40.6W

CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  Wide range of Constant Current from 500-1050mA
-  IP20
-  Rated Input Voltage : 220-240Vac
-  Power Factor ≥0.9
-  Warranty :  20,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
    



Max.wire length=2M

IP20 85°
Tc Ta

-10°+55°

Wiring DiagramPhysical Parameter

Constant Current LED Driver

LED Driver 150/200/250/300/350/500/600/700mA   08W
Smart/S

L: 89.2mm    B: 59.8mm
H: 21mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Lifetime 30000H

Constant Current VersionWork Mode

Item No. AED08CC

Output

Output Current

DC3-50V DC3-40V DC3-32V DC3-27V DC3-23V DC3-16V DC3-14V DC3-12V

8.0W MAX

0.14A

100-277Vac

110-240Vac

50-60HZ

≥0.9C

＜0.5W

＜10%

＜20%

89.2x59.8x21mm

Output Voltage Range

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV-GS TUV-GS TUV-GS TUV-GS TUV-GS TUV-GS TUV-GS TUV-GSApproval

Others

300mA250mA200mA150mA 350mA 500mA 600mA 700mA

≥74%

-20°+80°
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12.5W MAX

68V MAX

CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  Wide range of Constant Current from 150-700mA
-  IP20
-  Rated Input Voltage : 110-240Vac
-  Power Factor ≥0.9C
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
-  Output side has a PWM port for Dimming
-  Integrated Adjustable Switch to set the current value

    

Max. Output Voltage

PWM
GND
VCC
N
L



CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  Wide range of Constant Current from 200-900mA
-  IP20
-  Rated Input Voltage : 110-240Vac
-  Power Factor ≥0.9C
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
-  Output side has a PWM port for Dimming
-  Integrated Adjustable Switch to set the current value

    

IP20 85°
Tc Ta

-10°+55°

Wiring DiagramPhysical Parameter

Constant Current LED Driver

LED Driver 200/250/300/350/500/600/700/900mA   13W
Smart/S

Lifetime 30000H

Constant Current VersionWork Mode

Item No. AED13CC

Output

Output Current

DC3-50V DC3-50V DC3-44V DC3-38V DC3-27V DC3-22V DC3-19V DC3-14V

13.0W MAX

0.18A

100-277Vac

110-240Vac

50-60HZ

≥0.9C

＜0.5W

＜10%

＜20%

89.2x59.8x21mm

Output Voltage Range

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV-GS TUV-GS TUV-GS TUV-GS TUV-GS TUV-GS TUV-GS TUV-GSApproval

Others

300mA250mA200mA 350mA 500mA 600mA 700mA 900mA

≥77%

-20°+80°
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18.5W MAX

68V MAXMax. Output Voltage

Max.wire length=2ML: 89.2mm    B: 59.8mm
H: 21mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

PWM
GND
VCC
N
L



CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  Wide range of Constant Current from 300-900mA
-  IP20
-  Rated Input Voltage : 110-240Vac
-  Power Factor ≥0.87C/≥0.9C
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
-  Output side has a PWM port for Dimming
-  Integrated Adjustable Switch to set the current value

    

IP20 85°
Tc Ta

-10°+55°

Wiring DiagramPhysical Parameter

Constant Current LED Driver

LED Driver 300/350/500/600/650/700/800/900mA   19W
Smart/S

L: 107.2mm    B: 66.9mm
H: 27mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Lifetime 30000H

Constant Current VersionWork Mode

Item No. AED19CC

Output

Output Current

DC3-50V DC3-50V DC3-38V DC3-32V DC3-29V DC3-27V DC3-24V DC3-21V

19.0W MAX

0.26A

100-277Vac

110-240Vac

50-60HZ

≥0.9C≥0.87C

＜0.5W

＜10%

＜20%

107.2x66.9x27mm

Output Voltage Range

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV-GS TUV-GS TUV-GS TUV-GS TUV-GS TUV-GS TUV-GS TUV-GSApproval

Others

300mA 350mA 500mA 600mA 650mA 700mA 800mA 900mA

≥82%

-20°+80°
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25.0W MAX

68V MAXMax. Output Voltage

Max.wire length=2M

PWM
GND
VCC

N
L



CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  Wide range of Constant Current from 350-900mA
-  IP20
-  Rated Input Voltage : 110-240Vac
-  Power Factor ≥0.87C/≥0.9C
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
-  Output side has a PWM port for Dimming
-  Integrated Adjustable Switch to set the current value

    

IP20 85°
Tc Ta

-10°+55°

Wiring DiagramPhysical Parameter

Constant Current LED Driver

LED Driver 350/450/500/600/650/700/800/900mA   25W
Smart/S

Lifetime 30000H

Constant Current VersionWork Mode

Item No. AED25CC

Output

Output Current

DC3-50V DC3-50V DC3-50V DC3-42V DC3-38V DC3-36V DC3-32V DC3-28V

25W MAX

0.33A

100-277Vac

110-240Vac

50-60HZ

≥0.9C≥0.87C

＜0.5W

＜10%

＜20%

107.2x66.9x27mm

Output Voltage Range

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV-GS TUV-GS TUV-GS TUV-GS TUV-GS TUV-GS TUV-GS TUV-GSApproval

Others

350mA 450mA 500mA 600mA 650mA 700mA 800mA 900mA

≥83%

-20°+80°

17 www.letaron-group.com

32.5W MAX

68V MAXMax. Output Voltage

L: 107.2mm    B: 66.9mm
H: 27mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max.wire length=2M

PWM
GND
VCC

N
L



Wiring Diagram

Constant Current LED Driver

LED Driver 250/300/350/500/600/700mA   4W
U/S

L: 51.5mm    B: 32.8mm
L1: 57mm     H: 17mm     B1: 11.8mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

IP20        N18647 
SAA121664EA 80°

Tc Ta
-10°+45°

Max.wire length=2M

Work Mode

Item No. AED04-250ILS AED04-300ILS AED04-350ILS AED04-500ILS AED04-600ILS AED04-700ILS

Output

Output Current 250mA 300mA 350mA 500mA 600mA 700mA

6-22V 3-12V 3-12V 3-10.5V 3-5V 3-5V

1.5-5W 1-3.6W 1-4.2W

10%

-

Constant Current Version

150mA

90-264Vac

100-240Vac

50-60HZ

≥0.5

≤0.5W

51.5x32.8x17mm

≥75% ≥72% ≥70% ≥70% ≥70% ≥63%

1.5-5.2W 1.8-3W 2-3.5W

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

Lifetime 30000H

UL/CUL
TUV/SAA

UL/CUL
TUV/SAATUV UL/CUL

TUV/SAA
UL/CUL
TUV/SAATUVApproval

Others

Physical Parameter

-20°+80°
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Max. 26V

7.4W

Max. 14V

5.5W

Max. 14V

6.5W

Max. 13V

7.5W

Max. 7V

4.5W

Max. 7V

5.6W

CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  Wide range of Constant Current from 250-700mA
-  IP20
-  Rated Input Voltage : 100-240Vac
-  Power Factor ≥0.5
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
    



IP20        N18647 
SAA121664EA 80°

Tc Ta
-10°+45°

Wiring DiagramPhysical Parameter

Constant Current LED Driver

LED Driver 250/300/350/500/600/700/900/1050mA   8W
U/S

L: 79.5mm    B: 39mm
L1: 70.5mm     H: 19.5mm     B1: 30mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max.wire length=2M

Lifetime 30000H

Constant Current VersionWork Mode

Item No. AED08-
250ILS

AED08-
300ILS

AED08-
350ILS

AED08-
500ILS

AED08-
600ILS

AED08-
700ILS

AED08-
900ILS

AED08-
1050ILS

Output

Output Current

12-33V 9-22V 9-22V 6-16V 6-11V 6-11V 3-8V 3-8V

3-8.25W 2.7-6.6W 3-7.7W

10%

300mA

90-264Vac

100-240Vac

-

50-60HZ

≥0.5

≤0.5W

79.5x39x19.5mm

3-8W 3.6-6.6W 4.2-7.7W 2.7-7.2W 3-8.4W

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

UL/CUL
TUV/SAA

UL/CUL
TUV/SAATUV UL/CUL

TUV/SAA
UL/CUL
TUV/SAATUV UL/CUL

TUV/SAATUVApproval

Others

250mA 300mA 350mA 500mA 600mA 700mA 900mA 1050mA

≥81% ≥80% ≥80% ≥78% ≥78% ≥78% ≥78% ≥77%

-20°+80°
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Max. 38V

10.5W

Max. 27V

8.5W

Max. 27V

10W

Max. 18V

10.5W

Max. 17V

8.5W

Max. 17V

9.9W

Max. 13V

9.3W

Max. 13V

11W

CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  Wide range of Constant Current from 250-1050mA
-  IP20
-  Rated Input Voltage : 100-240Vac
-  Power Factor ≥0.5
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
    



Wiring DiagramPhysical Parameter

L: 79.5mm    B: 39mm
L1: 70.5mm     H: 19.5mm     B1: 30mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max.wire length=2M

IP20 80°
Tc Ta

-10°+45°

Constant Current LED Driver

LED Driver 350/700mA   8W
U/S

Lifetime 30000H

Constant Current VersionWork Mode

Item No. AED08P-350ILS AED08P-700ILS

Output

Output Current

3-22V 3-11V

1-8W 2-8W

10%

300mA

-

198-264Vac

220-240Vac

50-60HZ

≥0.5

≤0.5W

79.5x39x19.5mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV TUVApproval

Others

350mA 700mA

≥80% ≥72%

-20°+80°
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Max. 27V

9.7W

Max. 15V

11W

CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  2 Model of Constant Current : 350mA and 700mA
-  IP20
-  Rated Input Voltage : 220-240Vac
-  Power Factor ≥0.5
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
    



IP20 75°
Tc Ta

-10°+45°

Wiring DiagramPhysical Parameter

Constant Current LED Driver

LED Driver 350/700mA   10W
U/S

L: 114mm    B: 40mm
L1: 110.6mm     H: 24mm     B1: 31.5mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max.wire length=2M

Lifetime 20000H

Constant Current VersionWork Mode

Item No. AED10-1LLS AED12-2LLS

Output

Output Current

18-39V 9-16V

6.3-13.6W 6.3-11.2W

10%

-

-

90-264Vac

100-240Vac

50-60HZ

≥0.5

≤0.5W

114x40x24mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUVApproval

Others

350mA 700mA

≥80% ≥84%

TUV

-20°+80°
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Max. 50V

17W

Max. 61V

13.4W

CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  2 Model of Constant Current : 350mA and 700mA
-  IP20
-  Rated Input Voltage : 100-240Vac
-  Power Factor ≥0.5
-  Warranty :  20,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
    



80°
Tc Ta

-10°+45°IP20        N18647 
SAA121664EA

Wiring DiagramPhysical Parameter

Constant Current LED Driver

LED Driver 250/300/350/500/600/700/900/1050/1400mA 15W
U/S

L: 122.5mm    B: 39mm
L1: 113.8mm     H: 18.5mm     B1: 30.2mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max.wire length=2M

Lifetime 30000H

Constant Current VersionWork Mode

Item No. AED15-
250ILS

AED15-
300ILS

AED15-
350ILS

AED15-
500ILS

AED15-
600ILS

AED15-
700ILS

AED15-
900ILS

AED15-
1050ILS

AED15-
1400ILS

Output

Output Current

18-55V 15-44V 15-44V 12-35V 9-22V 9-22V 5-14V 5-14V 3-11V

4.5-13.5W 4.5-13.2W 5.25-15.4W

≤30%

300mA

90-264Vac

100-240Vac

50-60HZ

≥0.9

≤1W

≤20%

122.5x39x18.5mm

6-17.5W 6-17.5W 6.3-15.4W 3.6-12.6W 4.2-14.7W 4.2-15.4W

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

CCC/TUVCCC/UL
SAA/TUV

CCC/UL
SAA/TUV

CCC/UL
SAA/TUV

CCC/UL
SAA/TUV

CCC/UL
SAA/TUV

CCC/UL
SAA/TUV CCC/TUV CCC/TUVApproval

Others

250mA 300mA 350mA 500mA 600mA 700mA 900mA 1050mA 1400mA

≥82% ≥81% ≥81% ≥82% ≥81% ≥80% ≥80% ≥80% ≥78%

-20°+80°
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Max. 60V

18.5W

Max. 53V

19W

Max. 53V

19W

Max. 37V

23W

Max. 26V

20W

Max. 26V

20.5W

Max. 15V

16W

Max. 15V

18.5W

Max. 13V

21W

CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  Wide range of Constant Current from 250-1400mA
-  IP20
-  Rated Input Voltage : 100-240Vac
-  Power Factor ≥0.9
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
    



IP20 80°
Tc Ta

-10°+45°

Wiring DiagramPhysical Parameter

Constant Current LED Driver

LED Driver 250/300/350/500/600/700/900/1050/1400mA 
15W

U/S

L: 122.5mm    B: 39mm
L1: 113.8mm     H: 18.5mm     B1: 30.2mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max.wire length=2M

Lifetime 30000H

Constant Current VersionWork Mode

Item No. AED15E-
250ILS

AED15E-
300ILS

AED15P-
350ILS

AED15E-
500ILS

AED15E-
600ILS

AED15P-
700ILS

AED15E-
900ILS

AED15E-
1050ILS

AED15E-
1400ILS

Output

Output Current

18-55V 15-44V 3-44V 12-35V 9-22V 3-22V 4-14V 4-14V 3-11V

4.5-13.5W 4.5-13.2W 1-15.4W

300mA

198-264Vac

220-240Vac

50-60HZ

≥0.9

≤0.5W

≤20%

≤30%

122.5x39x18.5mm

6-17.5W 6-17.5W 2-15.4W 3.6-12.6W 4.2-14.7W 4.2-15.4W

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUVTUV TUV TUV TUV TUV TUVTUV TUVApproval

Others

250mA 300mA 350mA 500mA 600mA 700mA 900mA 1050mA 1400mA

≥82% ≥81% ≥81% ≥82% ≥81% ≥80% ≥80% ≥80% ≥78%

-20°+80°
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Max. 60V

18.5W

Max. 53V

19W

Max. 53V

19W

Max. 37V

23W

Max. 26V

20W

Max. 26V

20.5W

Max. 15V

16W

Max. 15V

18.5W

Max. 13V

21W

CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  Wide range of Constant Current from 250-1400mA
-  IP20
-  Rated Input Voltage : 220-240Vac
-  Power Factor ≥0.9
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
    



IP20        N18647 
SAA121664EA 85°

Tc Ta
-10°+45°

Wiring DiagramPhysical Parameter

Constant Current LED Driver

LED Driver 300/350/500/600/700/900/1050/1400mA   20W
U/S

L: 122.5mm    B: 43.5mm
L1: 113.8mm     H: 24mm     B1: 34.8mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Lifetime 30000H

Constant Current VersionWork Mode

Item No. AED20-
300ILS

AED20-
350ILS

AED20-
500ILS

AED20-
600ILS

AED20-
700ILS

AED20-
900ILS

AED20-
1050ILS

AED20-
1400ILS

Output

Output Current

27-56V 27-56V 24-48V 12-34V 12-34V 9-22V 9-22V 6-16V

8-16.8W 9.5-19.6W 12-24W

300mA

90-264Vac

100-240Vac

50-60HZ

≥0.9

≤1W

≤20%

≤30%

122.5x43.5x24mm

7.2-20.4W 8.4-23.8W 8-19.8W 9.5-23.1W 8.4-22.4W

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

UL/CUL
TUV/SAA

UL/CUL
TUV/SAATUV UL/CUL

TUV/SAA TUVTUV UL/CUL
TUV/SAA

UL/CUL
TUV/SAAApproval

Others

300mA 350mA 500mA 600mA 700mA 900mA 1050mA 1400mA

≥83% ≥82% ≥83% ≥82% ≥82% ≥80% ≥80% ≥80%

-20°+80°
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Max.wire length=2M

Max. 58V

20.3W

Max. 58V

25.2W

Max. 53

29W

Max. 39V

25W

Max. 39V

30W

Max. 26V

25W

Max. 26V

30W

Max. 18V

28W

CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  Wide range of Constant Current from 300-1400mA
-  IP20
-  Rated Input Voltage : 100-240Vac
-  Power Factor ≥0.9
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
    



IP20 85°
Tc Ta

-10°+45°

Wiring DiagramPhysical Parameter

Constant Current LED Driver

LED Driver 300/350/500/600/700/900/1050/1400mA 
20W

U/S

L: 122.5mm    B: 43.5mm
L1: 113.8mm     H: 24mm     B1: 34.8mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Lifetime 30000H

Constant Current VersionWork Mode

Item No. AED20E-
300ILS

AED20E-
350ILS

AED20P-
500ILS

AED20E-
600ILS

AED20E-
700ILS

AED20E-
900ILS

AED20E-
1050ILS

AED20E-
1400ILS

Output

Output Current

27-56V 27-56V 3-48V 12-34V 12-34V 9-22V 9-22V 6-16V

8-16.8W 9.5-19.6W 1.5-24W

500mA

198-264Vac

220-240Vac

50-60HZ

≥0.9

≤0.5W

122.5x43.5x24mm

7.2-20.4W 8.4-23.8W 8-19.8W 9.5-23.1W 8.4-22.4W

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV TUV TUV TUV TUV TUVTUVTUVApproval

Others

300mA 350mA 500mA 600mA 700mA 900mA 1050mA 1400mA

≥83% ≥82% ≥83% ≥82% ≥82% ≥80% ≥80% ≥80%

-20°+80°
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Max.wire length=2M

≤20%

≤30%

Max. 60V

20.3W

Max. 60V

25.2W

Max. 53V

29W

Max. 39V

25W

Max. 39V

30W

Max. 26V

25W

Max. 26V

30W

Max. 18V

28W

CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  Wide range of Constant Current from 300-1400mA
-  IP20
-  Rated Input Voltage : 220-240Vac
-  Power Factor ≥0.9
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
    



IP20        N18647 
SAA121664EA 80°

Tc Ta
-10°+45°

Wiring DiagramPhysical Parameter

Constant Current LED Driver

LED Driver 600/700/900/1050/1400mA   36W
U/S

L: 135.5mm    B: 47.5mm
L1: 126.1mm     H: 26.3mm     B1: 38.4mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max.wire length=2M

Lifetime 30000H

Constant Current VersionWork Mode

Item No. AED36-
600ILS

AED36-
700ILS

AED36B-
600ILS

AED36B-
700ILS

AED36-
900ILS

AED36-
1050ILS

AED36-
1400ILS

Output

Output Current

18-49V 18-49V 18-48V 18-48V 15-34V 15-34V 9-23V

10.8-29W 12.6-34W 10.8-29W

600mA

90-264Vac

100-240Vac

50-60HZ

≥0.9

≤1W

135.5x47.5x26.3mm

12.6-34W 13.5-30.6W 15.7-35.7W 12.6-32.2W

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

UL/CUL
TUV/SAATUV CCC TUV/CCCCCC UL/CUL/CCC

TUV/SAA
UL/CUL/CCC
TUV/SAAApproval

Others

600mA 700mA 600mA 700mA 900mA 1050mA 1400mA

≥87% ≥86% ≥87% ≥86% ≥87% ≥86% ≥83%

-20°+80°
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≤20%

≤30%

Max. 51V

34W

Max. 51V

40W

Max. 49V

33.5W

Max. 49V

39.5W

Max. 38V

35.2W

Max. 38V

41W

Max. 27V

40W

CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  Wide range of Constant Current from 600-1400mA
-  IP20
-  Rated Input Voltage : 100-240Vac
-  Power Factor ≥0.9
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
    



IP20 80°
Tc Ta

-10°+45°

Wiring DiagramPhysical Parameter

Constant Current LED Driver

LED Driver 600/700/900/1050/1400mA   36W
U/S

L: 135.5mm    B: 47.5mm
L1: 126.1mm     H: 26.3mm     B1: 38.4mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max.wire length=2M

Lifetime 30000H

Constant Current VersionWork Mode

Item No. AED36E-600ILS AED36P-700ILS AED36E-900ILS AED36E-1050ILS AED36E-1400ILS

Output

Output Current

18-49V 3-49V 15-34V 15-34V 9-23V

10.8-29W 2-34.3W 13.5-30.6W

600mA

198-264Vac

220-240Vac

50-60HZ

≥0.9

≤0.5W

135.5x47.5x26.3mm

15.7-35.7W 12.6-32.2W

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV TUV TUV TUV TUVApproval

Others

600mA 700mA 900mA 1050mA 1400mA

≥87% ≥86% ≥87% ≥86% ≥83%

-20°+80°
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≤20%

≤30%

Max. 51V

34W

Max. 51V

40W

Max. 38V

35.2W

Max. 38V

41W

Max. 27V

40W

CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  Wide range of Constant Current from 600-1400mA
-  IP20
-  Rated Input Voltage : 220-240Vac
-  Power Factor ≥0.9
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
    



       N18647 
SAA121664EA 80°

Tc Ta
-10°+45°

Wiring DiagramPhysical Parameter

Constant Current LED Driver

LED Driver 1050/1500mA   40W/60W
U/S

L: 163.5mm    B: 48.5mm
L1: 154.3mm     H: 29mm     B1: 40mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max.wire length=2M

Lifetime 30000H

Constant Current VersionWork Mode

Item No. AED60-1050ILS AED60B-1050ILS AED60-1500ILS

Output

Output Current

12-36V 24-48V 12-36V

12.6-37.8W 25-50.4W 18-54W

10%

1000mA

90-264Vac

100-240Vac

50-60HZ

≥0.9

≤0.5W

163.5x48.5x29mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV CCC UL/CUL/CCC
TUV/SAAApproval

Others

1050mA 1050mA 1500mA

≥84% ≥85% ≥86%

-20°+80°
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≤15%

Max. 40V

61W

Max. 50V

60W

Max. 40V

45W

CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  2 Model of Constant Current : 1050mA and 1500mA
-  IP20
-  Rated Input Voltage : 100-240Vac
-  Power Factor ≥0.9
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
    

IP20



Wiring DiagramPhysical Parameter

L: 103.2mm    B: 48.9mm
L1: 94.3mm     H: 17mm     B1: 40mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max.wire length=2M

IP20 80°
Tc Ta

-10°+45°

Constant Current LED Driver

LED Driver 350/700mA  15W
S-T/S

Lifetime 30000H

Constant Current VersionWork Mode

Item No. AED15-1LLST AED15-2LLST

Output

Output Current

18-49V 9-22V

6.3-16.5W 6.3-15.4W

10%

-

90-264Vac

100-240Vac

50-60HZ

≥0.5

≤0.5W

103.2x48.9x17mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV TUVApproval

Others

350mA 700mA

500mA

≥84% ≥81%

-20°+80°
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Max. 55V

19.6W

Max. 26V

19W

CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  2 Model of Constant Current : 350mA and 700mA
-  IP20
-  Rated Input Voltage : 100-240Vac
-  Power Factor ≥0.5
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
- Slimless Design : Height 17mm



Wiring DiagramPhysical Parameter

L: 185mm    B: 48mm
L1: 176mm     H: 19mm     B1: 38mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max.wire length=2M

IP20 80°
Tc Ta

-10°+45°

Constant Current LED Driver

LED Driver 500/700/900/1050mA   30W
S-T/S

Lifetime 30000H

Constant Current VersionWork Mode

Item No. AED30-500ILST AED30-700ILST AED30-900ILST AED30-1050ILST

Output

Output Current

30-60V 21-43V 14-29V16-33V

15-30W 14.7-30W 14.4-30W 14.7-30W

10%

198-264Vac

220-240Vac

50-60HZ

≥0.9

≤0.5W

≤20%

185x48x19mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV/ENEC TUV/ENEC TUV/ENEC TUV/ENECApproval

Others

500mA 700mA 900mA 1050mA

240mA

≥85% ≥85% ≥85% ≥85%

-20°+80°

30www.letaron-group.com

Max. 64V

37.5W

Max. 46V

37.5W

Max. 35V

37.0W

Max. 32V

38.0W

CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  Wide range of Constant Current from 500-1050mA
-  IP20
-  Rated Input Voltage : 220-240Vac
-  Power Factor ≥0.9
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
- Slimless Design : Height 19mm
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IP20 80°
Tc Ta

-10°+45°

Wiring DiagramPhysical Parameter

Constant Current LED Driver

LED Driver 350/500/700mA  12W
Circular/S

Ф: 57mm 
L1: 52mm     H: 22mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max.wire length=2M

Lifetime 30000H

Constant Current VersionWork Mode

Item No. AED12-350ILSC AED12-500ILSC AED12-700ILSC

Output

Output Current

12-38V 9-26V 6-18V

4.2-13.3W 4.5-13W 4.2-12.6W

10%

-

155mA

198-264Vac

220-240Vac

50-60HZ

≥0.5

≤0.5W

Ф57x22mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV/ENECApproval

Others

350mA

Max. 40V

16W

Max. 29V

16.2W

Max. 21V

15W

500mA 700mA

≥80% ≥81% ≥82%

-20°+80°

TUV/ENECTUV/ENEC

CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  Wide range of Constant Current from 350-700mA
-  IP20
-  Rated Input Voltage : 220-240Vac
-  Power Factor ≥0.5
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
-  Round shape : ：Φ57mm
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IP20 80°
Tc Ta

-10°+45°

Wiring DiagramPhysical Parameter

Constant Current LED Driver

LED Driver 350/500/700mA  20W
Circular/S

Ф: 65mm 
L1: 61mm     H: 26mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max.wire length=2M

Lifetime 30000H

Constant Current VersionWork Mode

Item No. AED20-350ILSC AED20-500ILSC AED20-700ILSC

Output

Output Current

18-55V 11-38V 8-27V

4.2-13.3W 4.5-13W 4.2-12.6W

10%

-

240mA

198-264Vac

220-240Vac

50-60HZ

≥0.5

≤0.5W

Ф65x26mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV/ENECApproval

Others

350mA 500mA 700mA

≥85% ≥85% ≥84%

-20°+80°

TUV/ENECTUV/ENEC

Max. 63V

24.5W

Max. 43V

23.8W

Max. 32V

24.5W

CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  Wide range of Constant Current from 350-700mA
-  IP20
-  Rated Input Voltage : 220-240Vac
-  Power Factor ≥0.5
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
    



Constant Current LED Driver

Lifetime 30000H

Constant Current VersionWork Mode

Item No. AED30-500ILSC AED30-700ILSC

Output

Output Current

21-60V 15-43V

10-30W 8.4-30W

-

198-264Vac

220-240Vac

50-60HZ

≥0.9

≤0.5W

≤20%

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

Approval

Others

500mA

240mA

700mA

≥83% ≥83%
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Wiring DiagramPhysical Parameter

Ф: 85mm 
L1: 80.5mm     H: 30mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max.wire length=2M

Circular/S

Ф85x30mm

IP20 85°
Tc Ta

-10°+45° -20°+80°

TUV/ENEC TUV/ENEC

LED Driver 500/700mA  30W

Max. 64V

38.0W

Max. 46V

38.1W

CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  2 Model of Constant Current : 500mA and 700mA
-  IP20
-  Rated Input Voltage : 220-240Vac
-  Power Factor ≥0.9
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
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IP20 85°
Tc Ta

-10°+50°

Wiring DiagramPhysical Parameter

Constant Current LED Driver

LED Driver 250/350/500/700mA  6W/12W

L: 127mm    B: 41mm
L1: 108.5mm     H: 25mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Lifetime 50000H

Constant Current VersionWork Mode

Item No. AED12P-
250ILSK

AED12-
250ILSK

AED12P-
350ILSK

AED12-
350ILSK

AED12P-
700ILSK

AED12-
700ILSK

AED12-
500ILSK

Output

Output Current

26-38V 32-48V 18-26V 26-38V 6-10V 12-18V18-26V

6.5-9.5W 8-12W 6-9W

10%

≤20%

100mA

198-264Vac

220-240Vac

50-60HZ

≥0.9

≤0.5W

127x41x25mm

9-13.3W 4.2-7W 8.4-12.6W9-13W

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV/ENECApproval

Others

250mA 250mA 350mA 350mA 700mA 700mA500mA

≥78% ≥80% ≥78% ≥80% ≥76% ≥78%≥80%

TD/S

-20°+80°

TUV/ENEC TUV/ENEC TUV/ENEC TUV/ENEC TUV/ENEC TUV/ENEC

Max. 45V

12.2W

Max. 55V

15W

Max. 32V

12W

Max. 45V

17W

Max. 16V

9.3W

Max. 23V

15.4W

Max. 32V

16.5W

CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  Wide range of Constant Current from 250-700mA
-  IP20
-  Rated Input Voltage : 220-240Vac
-  Power Factor ≥0.9
-  Warranty :  50,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
-  Triac Dimming
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Wiring DiagramPhysical Parameter

Constant Current LED Driver

LED Driver 250/350/500/700/900/1050mA  18W/25W

L: 159mm    B: 44mm
L1: 142.5mm     H: 27.5mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

TD/S

IP20 85°
Tc Ta

-10°+50° -20°+80°

Lifetime 50000H

Constant Current VersionWork Mode

Item No. AED25-
250ILSK

AED25P-
350ILSK

AED25-
350ILSK

AED25P-
500ILSK

AED25-
500ILSK

AED25P-
700ILSK

AED25-
700ILSK

AED25-
900ILSK

Output

Output Current

50-70V 35-50V 50-70V 25-38V 35-50V 16-28V 25-38V 16-28V 10-16V 14-24V

12.5-17.5W 12.3-17.5W 17.5-24.5W

10%

200mA

198-264Vac

220-240Vac

50-60HZ

≥0.9

≤0.5W

159x44.5x27.5mm

12.5-19W 17.5-25W 11.2-19.6W 17.5-26.6W 14.4-25.2W 10.5-16.8W 14.7-25.2W

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

Approval

Others

250mA 350mA 350mA 500mA 500mA 700mA 700mA 900mA 1050mA 1050mA

≥82% ≥83% ≥83% ≥82% ≥83% ≥82% ≥82% ≥81% ≥83%≥82%

AED25P-
1050ILSK

AED25-
1050ILSK

TUV/ENEC TUV/ENEC TUV/ENEC TUV/ENEC TUV/ENEC TUV/ENEC TUV/ENEC TUV/ENEC TUV/ENEC TUV/ENEC

≤20%

Max. 78V

21.3W

Max. 60V

20.4W

Max. 78V

29.5W

Max. 46V

22.4W

Max. 60V

30.5W

Max. 33V

24W

Max. 46V

32.5W

Max. 33V

30.8W

Max. 20V

21W

Max. 29V

30.8W

CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  Wide range of Constant Current from 250-1050mA
-  IP20
-  Rated Input Voltage : 220-240Vac
-  Power Factor ≥0.9
-  Warranty :  50,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
-  Triac Dimming



≤20%

IP20 85°
Tc Ta

-10°+50° -20°+80°

L: 170mm    B: 52mm
L1: 153.5mm     H: 29mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm
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Wiring DiagramPhysical Parameter

Constant Current LED Driver

LED Driver 500/700/900/1050mA  36W
TD/S

Lifetime 50000H

Constant Current VersionWork Mode

Item No. AED36-500ILSK AED36-700ILSK AED36-900ILSK AED36-1050ILSK

Output

Output Current

46-70V 35-51V 26-38V25-40V

25-35W 24.5-35.7W 22.5-36W 27-39W

10%

198-264Vac

220-240Vac

50-60HZ

≥0.9

≤0.5W

170x52x29mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV/ENEC TUV/ENEC TUV/ENEC TUV/ENECApproval

Others

500mA 700mA 900mA 1050mA

240mA

≥86% ≥86% ≥85% ≥85%

Max. 85V

40.5W

Max. 65V

40.5W

Max. 45V

42W

Max. 43V

46.2W

CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  Wide range of Constant Current from 500-1050mA
-  IP20
-  Rated Input Voltage : 220-240Vac
-  Power Factor ≥0.9
-  Warranty :  50,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
-  Triac Dimming
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Wiring DiagramPhysical Parameter

Constant Current LED Driver

LED Driver 350/500/700mA  12W
1-10V Dimmable/S

Lifetime 30000H

Constant Current VersionWork Mode

Item No. AED12-350ILSR AED12-500ILSR AED12-700ILSR

Output

Output Current

3-38V 3-26V 3-18V

1-13.3W 1.5-13W 2-12.6W

10%

-

250mA

90-264Vac

100-240Vac

50-60HZ

≥0.9

≤0.5W

159x44x27.5mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV/ENECApproval

Others

350mA 500mA 700mA

≥82% ≥82% ≥82%

TUV/ENECTUV/ENEC

L: 159mm    B: 44mm
L1: 142.5mm     H: 27.5mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max. 44V

17W

Max. 32V

15.8W

Max. 23V

16.2W

CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  Wide range of Constant Current from 350-700mA
-  IP20
-  Rated Input Voltage : 100-240Vac
-  Power Factor ≥0.9
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
-  1-10V Dimming

IP20 85°
Tc Ta

-10°+50° -20°+80°

120



LED Driver 350/500/700mA   25W
1-10V Dimmable/S
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Wiring DiagramPhysical Parameter

Constant Current LED Driver

Lifetime 30000H

Constant Current VersionWork Mode

Item No. AED25-350ILSR AED25-500ILSR AED25-700ILSR

Output

Output Current

3-70V 3-50V 3-38V

1-24.5W 1.5-25W 2-26W

10%

380mA

90-264Vac

100-240Vac

50-60HZ

≥0.9

≤0.5W

≤20%

170x52x29mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV/ENECApproval

Others

350mA 500mA 700mA

≥86% ≥85.5% ≥85%

TUV/ENECTUV/ENEC

L: 170mm    B: 52mm
L1: 153.5mm     H: 29mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max. 79V

29.7W

Max. 59V

30.3W

Max. 45V

32.9W

CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  Wide range of Constant Current from 350-700mA
-  IP20
-  Rated Input Voltage : 100-240Vac
-  Power Factor ≥0.9
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
-  1-10V Dimming

IP20 85°
Tc Ta

-10°+50° -20°+80°

120



≤20%

Constant Current LED Driver

Lifetime 30000H

Constant Current VersionWork Mode

Item No. AED36-500ILSR AED36-700ILSR

Output

Output Current

3-70V 3-51V

1.5-35W 2-35.7W

10%

90-264Vac

100-240Vac

50-60HZ

≥0.9

≤0.5W

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

Approval

Others

500mA

520mA

700mA

≥86% ≥86%
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Wiring DiagramPhysical Parameter

LED Driver 500/700mA   36W
1-10V Dimmable/S

170x52x29mm

TUV/ENEC TUV/ENEC

L: 170mm    B: 52mm
L1: 153.5mm     H: 29mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max. 73V

42.3W

Max. 54V

43W

CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  2 Model of Constant Current : 500mA and 700mA
-  IP20
-  Rated Input Voltage : 100-240Vac
-  Power Factor ≥0.9
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
-  1-10V Dimming

IP20 85°
Tc Ta

-10°+50° -20°+80°

120



≤15%--
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IP20 80°
Tc Ta

-10°+45°

Wiring DiagramPhysical Parameter

Constant Current LED Driver

LED Driver 350mA  8W/12W/20W
FD/S

Max.wire length=2M

Lifetime 50000H

Constant Current VersionWork Mode

Item No. AED08-1LSF AED12-1LSF AED20-1LSF

Output

Output Current

20-30V 30-45V 50-72V

7-10.5W

350mA 350mA 350mA

120mA 180mA 150mA

10.5-16W 18-24.5W

10%

198-264Vac

220-240Vac

50-60HZ

≥0.9

≤0.5W

160x55x39mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUVApproval

Others

≥80% ≥82% ≥84%

-20°+80°

TUVTUV

L: 160mm    B: 55mm
H1: 31.5mm     H: 39mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

+

-

S
E

C

P
R

I~
~L

N

LED LED LED

Max. 46VMax. 32V Max. 73V

19W14W 29W

CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

- Available 3 Model : 8W, 12W and 20W (Constant Current : 350mA)
-  IP20
-  Rated Input Voltage : 220-240Vac
-  Power Factor ≥0.9
-  Warranty :  50,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
-  Integrated Slide switch and On/Off switch



Constant Current LED Driver

Lifetime 50000H

Constant Current VersionWork Mode

Item No. AED03-1LLSQ AED03-2LLSQ

Output

Output Current

3-13V 1-5V

1-4W 2-3.5W

10%

-

90-264Vac

100-240Vac

50-60HZ

≥0.5

≤0.5W

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

Approval

Others

350mA

-

-

700mA

≥80% ≥81%
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Physical Parameter

L: 54mm 
B: 34mm     H: 43mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

PI/S

54x34x43mm

IP20 80°
Tc Ta

-10°+45° -20°+80°

TUV TUV

LED Driver 350/700mA  3W

Max. 14V Max. 6V

CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  2 Model of Constant Current : 350mA and 700mA
-  IP20
-  Rated Input Voltage : 100-240Vac
-  Power Factor ≥0.5
-  Warranty :  50,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
-  Integrated 2-pin European Plug with 1m 2468 or H03 2*0.75㎡



L: 72mm 
B: 38mm     H: 46mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm
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IP20 80°
Tc Ta

-10°+45°

Physical Parameter

Constant Current LED Driver

LED Driver 350/700mA  6W/8W/10W
PI/S

Lifetime 50000H

Constant Current VersionWork Mode

Item No. AED06-1LLSQ AED08-2LLSQ AED10-1LLSQ

Output

Output Current

9-22 6-15V 18-36V

3-7W

350mA 700mA 350mA

4.2-10W 6.3-12.6W

10%

90-264Vac

100-240Vac

50-60HZ

≥0.5

≤0.5W

72x38x46mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUVApproval

Others

≥80% ≥80% ≥84%

-20°+80°

TUVTUV

-

-

-

Max. 23V Max. 16V Max. 37V

CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  2 Model of Constant Current : 350mA and 700mA
-  IP20
-  Rated Input Voltage : 100-240Vac
-  Power Factor ≥0.5
-  Warranty :  50,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
-  Integrated 2-pin European Plug with 1m 2468 or H03 2*0.75㎡



Max.wire length=2M

Wiring Diagram

L: 79mm    B: 43.5mm
L1: 69.5mm     H: 25.5mm      B1: 34mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Constant Current LED Driver
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Physical Parameter

IP68/S

IP68 80°
Tc Ta

-10°+45° -20°+80°

LED Driver 250/300/350/600/700mA  4W

Work Mode

Item No. AED04-250ILSW AED04-300ILSW AED04-350ILSW AED04-500ILSW AED04-600ILSW AED04-700ILSW

Output

Output Current 250mA 300mA 350mA 500mA 600mA 700mA

6-22V 3-12V 3-12V 3-10.5V 3-5V 3-5V

1.5-5W

7.7W

1-3.6W 1-4.2W

10%

-

Constant Current Version

150mA

90-264Vac

100-240Vac

50-60HZ

≥0.5

≤0.5W

79x43.5x25.5mm

≥75% ≥72% ≥70% ≥70% ≥70% ≥65%

1.5-5.2W 1.8-3W 2-3.5W

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

Lifetime 50000H

TUV TUV TUV TUVTUV TUVApproval

Others

+

-

S
E

C

P
R

I~
~L

N

LED LED LED

Max. 26V

5.5W

Max. 14V

6.5W

Max. 14V

7.5W

Max. 13V

4.5W

Max. 7V

5.6W

Max. 7V

CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  Wide range of Constant Current from 250-700mA
-  Waterproof IP68
-  Rated Input Voltage : 100-240Vac
-  Power Factor ≥0.5
-  Warranty :  50,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
    



Max.wire length=2M

L: 79mm    B: 43.5mm
L1: 69.5mm     H: 25.5mm      B1: 34mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

+

-

S
E

C

P
R

I~
~L

N

LED LED LED

Wiring Diagram

Constant Current LED Driver
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Physical Parameter

IP68/S

IP68 80°
Tc Ta

-10°+45° -20°+80°

LED Driver 250/300/350/500/600/700/900/1050mA  8W

Lifetime 50000H

Constant Current VersionWork Mode

Item No. AED08-
250ILSW

AED08-
300ILSW

AED08-
350ILSW

AED08-
500ILSW

AED08-
600ILSW

AED08-
700ILSW

AED08-
900ILSW

AED08-
1050ILSW

Output

Output Current

12-33V 9-22V 9-22V 3-16V 6-11V 6-11V 3-8V 3-8V

3-8.25W 2.7-6.6W 3-7.7W

10%

-

300mA

90-264Vac

100-240Vac

50-60HZ

≥0.5

≤0.5W

79x43.5x25.5mm

3-8W 3.6-6.6W 4.2-7.7W 2.7-7.2W 3-8.4W

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV TUV TUV TUVTUVTUVTUVTUVApproval

Others

250mA 300mA 350mA 500mA 600mA 700mA 900mA 1050mA

≥81% ≥80% ≥80% ≥78% ≥78% ≥78% ≥78% ≥77%

10.5W

Max. 38V

8.5W

Max. 27V

10W

Max. 27V

10.5W

Max. 18V

8.5W

Max. 17V

9.9W

Max. 17V

9.3W

Max. 13V

11W

Max. 13V

CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  Wide range of Constant Current from 250-1050mA
-  Waterproof IP68
-  Rated Input Voltage : 100-240Vac
-  Power Factor ≥0.5
-  Warranty :  50,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
    



Max.wire length=2M

Wiring Diagram

L: 122mm    B: 43mm
L1: 113mm     H: 24.5mm      B1: 34mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Constant Current LED Driver
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Physical Parameter

IP68/S

IP68 80°
Tc Ta

-10°+45° -20°+80°

Lifetime 50000H

Constant Current VersionWork Mode

Item No. AED15-
250ILSW

AED15-
300ILSW

AED15-
350ILSW

AED15-
500ILSW

AED15-
600ILSW

AED15-
700ILSW

AED15-
900ILSW

AED15-
1050ILSW

AED15-
1400ILSW

Output

Output Current

18-55V 15-44V 15-44V 12-35V 9-22V 9-22V 4-14V 4-14V 3-11V

4.5-13.5W 4.5-13.2W 5.25-15.4W

300mA

90-264Vac

100-240Vac

50-60HZ

≥0.9

≤1W

≤20%

≤30%

122x43x24.5mm

6-17.5W 5.4-13.2W 6.3-15.4W 3.6-12.6W 4.2-14.7W 4.2-15.4W

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUVTUV TUV TUV TUVTUV TUV TUV TUVApproval

Others

250mA 300mA 350mA 500mA 600mA 700mA 900mA 1050mA 1400mA

≥82% ≥81% ≥81% ≥82% ≥81% ≥80% ≥80% ≥80% ≥78%

+

-

S
E

C

P
R

I~
~L

N

LED LED LED

18.5W

Max. 60V

19W

Max. 53V

19W

Max. 53V

23W

Max. 37V

20.6W

Max. 26V

20.5W

Max. 26V

16W

Max. 15V

18.5W

Max. 15V

21W

Max. 13V

CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  Wide range of Constant Current from 250-1400mA
-  Waterproof IP68
-  Rated Input Voltage : 100-240Vac
-  Power Factor ≥0.9
-  Warranty :  50,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
    

LED Driver 250/300/350/500/600/700/900/1050/1400mA  15W



TUV TUV TUV TUVTUVTUVTUVTUV

Max.wire length=2M

L: 122mm    B: 48mm
L1: 113mm     H: 30mm      B1: 37.5mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Wiring Diagram

Constant Current LED Driver

46www.letaron-group.com

Physical Parameter

IP68/S

IP68 85°
Tc Ta

-10°+45° -20°+80°

LED Driver 300/350/500/600/700/900/1050/1400mA  20W

Lifetime 50000H

Constant Current VersionWork Mode

Item No. AED20-
300ILSW

AED20-
350ILSW

AED20-
500ILSW

AED20-
600ILSW

AED20-
700ILSW

AED20-
900ILSW

AED20-
1050ILSW

AED20-
1400ILSW

Output

Output Current

27-56V 27-56V 24-48V 12-34V 12-34V 9-22V 9-22V 6-16V

8-16.8W 9.5-19.6W 12-24W

500mA

90-264Vac

100-240Vac

50-60HZ

≥0.9

≤1W

122x48x30mm

7.2-20.4W 8.4-23.8W 8-19.8W 9.5-23.1W 8.4-22.4W

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

Approval

Others

300mA 350mA 500mA 600mA 700mA 900mA 1050mA 1400mA

≥83% ≥82% ≥83% ≥82% ≥82% ≥80% ≥80% ≥80%

20.3W

Max. 58V

25.2W

Max. 58V

29W

Max. 53V

25W

Max. 39V

30W

Max. 39V

25W

Max. 26V

30W

Max. 26V

28W

Max. 18V

≤20%

≤30%

CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  Wide range of Constant Current from 300-1400mA
-  Waterproof IP68
-  Rated Input Voltage : 100-240Vac
-  Power Factor ≥0.9
-  Warranty :  50,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
    



Max.wire length=2M

Wiring Diagram

L: 135mm    B: 49mm
L1: 126mm     H: 29mm      B1: 41mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Constant Current LED Driver
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Physical Parameter

IP68/S

IP68 80°
Tc Ta

-10°+45° -20°+80°

LED Driver 600/700/900/1050/1400mA  36W

Lifetime 50000H

Constant Current VersionWork Mode

Item No. AED36-600ILSW AED36-700ILSW AED36-900ILSW AED36-1050ILSW AED36-1400ILSW

Output

Output Current

18-49V 18-49V 15-34V 15-34V 9-22V

10.8-29W 12.6-34W 13.5-30.6W

600mA

90-264Vac

100-240Vac

50-60HZ

≥0.9

≤1W

135x49x29mm

15.7-35.7W 12.6-30.8W

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUVApproval

Others

600mA 700mA 900mA 1050mA 1400mA

≥87% ≥86% ≥87% ≥86% ≥83%

TUV TUV TUV TUV

34W

Max. 51V

40W

Max. 51V

35.2W

Max. 36V

41W

Max. 36V

40W

Max. 27V

≤20%

≤30%

CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  Wide range of Constant Current from 600-1400mA
-  Waterproof IP68
-  Rated Input Voltage : 100-240Vac
-  Power Factor ≥0.9
-  Warranty :  50,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
    



Max.wire length=2M

Wiring Diagram

L: 163mm    B: 53mm
L1: 154.5mm     H: 35.5mm      B1: 43mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Constant Current LED Driver
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Physical Parameter

IP68/S

IP68 80°
Tc Ta

-10°+45° -20°+80°

LED Driver 1500mA  60W

Lifetime 50000H

Constant Current VersionWork Mode

Item No. AED60-1500ILSW

Output

Output Current

12-36V

18-54W

1000mA

90-264Vac

100-240Vac

50-60HZ

≥0.9

≤0.5W

163x53x35.5mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUVApproval

Others

1500mA

≥86%

61W

Max. 40V

≤15%

≤10%

CC
Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  Constant Current : 1500mA
-  Waterproof IP68
-  Rated Input Voltage : 100-240Vac
-  Power Factor ≥0.9
-  Warranty :  50,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
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LED Driver 12V/24V  06W
Economical/S

Wiring DiagramPhysical Parameter

IP20 85°
Tc Ta

-10°+50°

Constant Voltage LED Driver

Lifetime 30000H

Constant Voltage VersionWork Mode

Item No. AED06-12VLS AED06-24VLS

Output

Output Current

12Vdc 24Vdc

6W

5%

- -

5%

6W

198-264Vac

220-240Vac

100mA

50-60HZ

≥0.5

≤0.5W

57.2x39.4x20mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV-GS TUV-GSApproval

Others

500mA max.

Max. 13V Max. 25V

250mA max.

≥78% ≥78%

8W 8W

-20°+80°

L: 57.2mm    B: 39.4mm
H: 20mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max.wire length=2M

CV

Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  DC Output Voltage :  12V or 24V
-  IP20
-  Rated Input Voltage : 220-240Vac
-  Power Factor ≥0.5
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
-  Small compact size 
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LED Driver 12V/24V  09W
Economical/S

Wiring DiagramPhysical Parameter

IP20 85°
Tc Ta

-10°+50°

Constant Voltage LED Driver

Lifetime 30000H

Constant Voltage VersionWork Mode

Item No. AED09-12VLS AED09-24VLS

Output

Output Current

12Vdc 24Vdc

0-9W 0-9.12W

198-264Vac

220-240Vac

200mA

50-60HZ

≥0.5

≤0.5W

66.2x39.4x20mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

Approval

Others

750mA max. 380mA max.

≥80% ≥80%

-20°+80°

L: 66.2mm    B: 39.4mm
H: 20mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max.wire length=2M

H

L

B

Max. 13V Max. 25V

5%

11.8W 11.8W

5%

- -

CV

TUV-GS TUV-GS

Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  DC Output Voltage :  12V or 24V
-  IP20
-  Rated Input Voltage : 220-240Vac
-  Power Factor ≥0.5
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
-  Small compact size 
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LED Driver 12V/24V  25W
Economical/S

Wiring DiagramPhysical Parameter

IP20 85°
Tc Ta

-10°+45°

Constant Voltage LED Driver

Lifetime 30000H

Constant Voltage VersionWork Mode

Item No. AED25-12VLSJ AED25-24VLSJ

Output

Output Current

12Vdc 24Vdc

25W

30W 30W

≤30%

≤20% ≤20%

82% 82%

≤30%

13V 25V

25W

198-264Vac

220-240Vac

190mA

50-60HZ

≥0.9

≤0.5W

122x42.8x24mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV TUVApproval

Others

2100mA max. 1050mA max.

-20°+80°

L: 122mm    B: 42.8mm
L1: 113.8mm     H: 24mm     B1: 34.8mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max.wire length=2M

CV

Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  DC Output Voltage :  12V or 24V
-  IP20
-  Rated Input Voltage : 220-240Vac
-  Power Factor ≥0.9
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
    



≤20% ≤20%
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LED Driver 12V/24V  36W
Economical/S

Wiring DiagramPhysical Parameter

IP20 85°
Tc Ta

-10°+45°

Constant Voltage LED Driver

Lifetime 30000H

Constant Voltage VersionWork Mode

Item No. AED36-12VLSJ AED36-24VLSJ

Output

Output Current

12Vdc

13V 25V

24Vdc

36W

40W 40W

36W

30%

≥87% ≥87%

30%

198-264Vac

220-240Vac

250mA

50-60HZ

≥0.9

≤0.5W

135.5x47.5x26.3mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV TUVApproval

Others

3000mA max. 1500mA max.

-20°+80°

L: 135.5mm    B: 47.5mm
L1: 126.1mm     H: 26.3mm     B1: 38.4mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max.wire length=2M

CV

Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  DC Output Voltage :  12V or 24V
-  IP20
-  Rated Input Voltage : 220-240Vac
-  Power Factor ≥0.9
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
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IP20        N18647 
SAA121664EA 80°

Tc Ta
-10°+45°

Wiring DiagramPhysical Parameter

Constant Voltage LED Driver

LED Driver 5V/12V/24V   4W
U/S

Lifetime 30000H

Constant Voltage VersionWork Mode

Item No. AED04-250ILS AED04-350ILS AED04-700ILS

Output

Output Current

24Vdc

Max. 26V Max. 14V Max. 7V

12Vdc 5Vdc

0-4W

5.5W 5.2W 4.8W

0-3.6W 0-3W

5%

- - -

150mA

90-264Vac

100-240Vac

50-60HZ

≥0.5

≤0.5W

51.5x32.8x17mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

UL/CUL
TUV/SAA

UL/CUL
TUV/SAA

UL/CUL
TUV/SAAApproval

Others

170mA max. 300mA max. 600mA max.

≥75% ≥70% ≥70%

-20°+80°

L: 51.5mm    B: 32.8mm
L1: 57mm     H: 17mm     B1: 11.8mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max.wire length=2M

CV

Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  DC Output Voltage :  5V, 12V or 24V
-  IP20
-  Rated Input Voltage : 100-240Vac
-  Power Factor ≥0.5
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
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IP20        N18647 
SAA121664EA 80°

Tc Ta
-10°+45°

Wiring DiagramPhysical Parameter

Constant Voltage LED Driver

LED Driver 12V/24V/36V  8W
U/S

Lifetime 30000H

Constant Voltage VersionWork Mode

Item No. AED08-250ILS AED08-350ILS AED08-700ILS

Output

Output Current

36Vdc 24Vdc 12Vdc

0-7.2W

9W 9W 10W

- - -

0-7.2W 0-7.5W

5%

300mA

90-264Vac

100-240Vac

50-60HZ

≥0.5

≤0.5W

79.5x39x19mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

UL/CUL
TUV/SAA

UL/CUL
TUV/SAA

UL/CUL
TUV/SAAApproval

Others

200mA max. 300mA max. 625mA max.

≥80% ≥78% ≥78%

-20°+80°

L: 79.5mm    B: 39mm
L1: 70.3mm     H: 19mm     B1: 30mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max.wire length=2M

Max. 38V Max. 27V Max. 17V

CV

Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  DC Output Voltage :  12V, 24V or 36V
-  IP20
-  Rated Input Voltage : 100-240Vac
-  Power Factor ≥0.5
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
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Wiring DiagramPhysical Parameter

L: 79.5mm    B: 39mm
L1: 70.3mm     H: 19mm     B1: 30mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max.wire length=2M

IP20 80°
Tc Ta

-10°+45°

Constant Voltage LED Driver

LED Driver 12V/24V  8W
U/S

Lifetime 30000H

Constant Voltage VersionWork Mode

Item No. AED08P-350ILS AED08P-700ILS

Output

Output Current

24Vdc 12Vdc

0-7.2W

- -

0-7.5W

9W 10W

5%

300mA

198-264Vac

220-240Vac

50-60HZ

≥0.5

≤0.5W

79.5x39x19mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV TUVApproval

Others

300mA max. 625mA max.

≥78% ≥78%

-20°+80°

Max. 27V Max. 15V

CV

Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  DC Output Voltage :  12V, 24V or 36V
-  IP20
-  Rated Input Voltage : 220-240Vac
-  Power Factor ≥0.5
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
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IP20        N18647 
SAA121664EA 80°

Tc Ta
-10°+45°

Wiring DiagramPhysical Parameter

Constant Voltage LED Driver

LED Driver 12V/24V/36V  15W
U/S

Lifetime 30000H

Constant Voltage VersionWork Mode

Item No. AED15-500ILS AED15-700ILS AED15-1400ILS

Output

Output Current

36Vdc 24Vdc 12Vdc

1-15W

18W 18W 19W

1-15W 1-15W

30%

≤20%≤20% ≤20%

300mA

100-240Vac

90-264Vac

50-60HZ

≥0.9

≤1W

122x38.5x18.1mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

UL/CUL
TUV/SAA

UL/CUL
TUV/SAA

UL/CUL
TUV/SAAApproval

Others

420mA max. 625mA max. 1250mA max.

≥80% ≥80% ≥78%

-20°+80°

Max.wire length=2M

L: 122mm    B: 38.5mm
L1: 113.8mm     H: 18.1mm     B1: 30.2mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max. 37V Max. 25V Max. 13V

CV

Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  DC Output Voltage :  12V, 24V or 36V
-  IP20
-  Rated Input Voltage : 100-240Vac
-  Power Factor ≥0.9
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
    



≤20%≤20% ≤20%
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IP20 80°
Tc Ta

-10°+45°

Wiring DiagramPhysical Parameter

Constant Voltage LED Driver

LED Driver 12V/24V/36V  15W
U/S

Lifetime 30000H

Constant Voltage VersionWork Mode

Item No. AED15E-500ILS AED15P-700ILS AED15E-1400ILS

Output

Output Current

36Vdc 24Vdc 12Vdc

1-15W 1-15W 1-15W

30%

300mA

198-264Vac

220-240Vac

50-60HZ

≥0.9

≤0.5W

122.5x39x18.5mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV TUV TUVApproval

Others

420mA max. 625mA max. 1250mA max.

≥82% ≥82% ≥80%

-20°+80°

Max.wire length=2M

L: 122.5mm    B: 39mm
L1: 113.8mm     H: 18.5mm     B1: 30.2mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max. 36V Max. 25V Max. 13V

18W 18W 19W

CV

Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  DC Output Voltage :  12V, 24V or 36V
-  IP20
-  Rated Input Voltage : 220-240Vac
-  Power Factor ≥0.9
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
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IP20        N18647 
SAA121664EA 85°

Tc Ta
-10°+45°

Wiring DiagramPhysical Parameter

Constant Voltage LED Driver

LED Driver 12V/24V/36V  20W
U/S

Lifetime 30000H

Constant Voltage VersionWork Mode

Item No. AED20-700ILS AED20-1050ILS AED20-12VLS

Output

Output Current

36Vdc 24Vdc 12Vdc

3-20W 3-20W 3-19.2W

25W 25W 24W

30%

500mA

90-264Vac

100-240Vac

50-60HZ

≥0.9

≤1W

122.5x43.5x24mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

UL/CUL
TUV/SAA

UL/CUL
TUV/SAA

UL/CUL
TUV/SAAApproval

Others

550mA max. 830mA max. 1600mA max.

≥82% ≥80% ≥80%

-20°+80°

L: 122.5mm    B: 43.5mm
L1: 113.8mm     H: 24mm     B1: 34.8mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max.wire length=2M

Max. 39V Max. 26V Max. 14V

≤20%≤20% ≤20%

CV

Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  DC Output Voltage :  12V, 24V or 36V
-  IP20
-  Rated Input Voltage : 100-240Vac
-  Power Factor ≥0.9
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
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IP20 85°
Tc Ta

-10°+45°

Wiring DiagramPhysical Parameter

Constant Voltage LED Driver

LED Driver 12V/24V/36V  20W
U/S

Lifetime 30000H

Constant Voltage VersionWork Mode

Item No. AED20E-700ILS AED20E-1050ILS AED20E-12VLS

Output

Output Current

36Vdc 24Vdc 12Vdc

1-20W 1-20W 1-19.2W

25W 25W 24W

30%

≤20% ≤20% ≤20%

500mA

198-264Vac

220-240Vac

50-60HZ

≥0.9

≤0.5W

122.5x43.5x24mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV TUV TUVApproval

Others

550mA max. 830mA max. 1600mA max.

Max. 39V Max. 26V Max. 14V

≥82% ≥80% ≥80%

-20°+80°

L: 122.5mm    B: 43.5mm
L1: 113.8mm     H: 24mm     B1: 34.8mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max.wire length=2M

CV

Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  DC Output Voltage :  12V, 24V or 36V
-  IP20
-  Rated Input Voltage : 220-240Vac
-  Power Factor ≥0.9
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
    



≤20% ≤20% ≤20% ≤20%
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IP20        N18647 
SAA121664EA 80°

Tc Ta
-10°+45°

Wiring DiagramPhysical Parameter

Constant Voltage LED Driver

LED Driver 12V/24V/36V  30W/36W
U/S

Lifetime 30000H

Constant Voltage VersionWork Mode

Item No. AED36-1050ILS AED36-1400ILS

Output

Output Current

36Vdc 24Vdc 12Vdc

5-32.4W 5-30W 3-36W

30%

600mA

90-264Vac

100-240Vac

50-60HZ

≥0.9

≤1W

135.5x47.5x26.3mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV TUV TUV TUVApproval

Others

900mA max. 1250mA max. 3000mA max.

12Vdc

3-30W

38W 36W 43W36W

2500mA max.

≥86% ≥83% ≥80%≥83%

-20°+80°

L: 135.5mm    B: 47.5mm
L1: 126.1mm     H: 26.3mm     B1: 38.4mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max.wire length=2M

AED30-12VLS AED36-12VLS

Max. 38V Max. 27V Max. 14V Max. 14V

CV

Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  DC Output Voltage :  12V, 24V or 36V
-  IP20
-  Rated Input Voltage : 100-240Vac
-  Power Factor ≥0.9
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
    



≤20% ≤20% ≤20% ≤20%
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IP20 80°
Tc Ta

-10°+45°

Wiring DiagramPhysical Parameter

Constant Voltage LED Driver

LED Driver 12V/24V/36V  30W/36W 
U/S

Lifetime 30000H

Constant Voltage VersionWork Mode

Item No. AED36E-1050ILS AED36E-1400ILS

Output

Output Current

36Vdc 24Vdc 12Vdc

5-32.4W 5-30W 3-36W

30%

600mA

198-264Vac

220-240Vac

50-60HZ

≥0.9

≤0.5W

135.5x47.5x26.3mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV TUV TUV TUVApproval

Others

900mA max. 1250mA max. 3000mA max.

12Vdc

3-30W

2500mA max.

≥86% ≥83% ≥80%≥83%

-20°+80°

L: 135.5mm    B: 47.5mm
L1: 126.1mm     H: 26.3mm     B1: 38.4mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max.wire length=2M

AED30E-12VLS AED36E-24VLS

Max. 38V Max. 27V Max. 14V Max. 14V

38W 36W 43W36W

CV

Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  DC Output Voltage :  12V, 24V or 36V
-  IP20
-  Rated Input Voltage : 220-240Vac
-  Power Factor ≥0.9
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
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IP20        N18647 
SAA121664EA 80°

Tc Ta
-10°+45°

Wiring DiagramPhysical Parameter

Constant Voltage LED Driver

LED Driver 12V/24V/36V  50W/60W
U/S

Lifetime 30000H

Constant Voltage VersionWork Mode

Item No. AED50-12VLS AED50-24VLS

Output

Output Current

12Vdc 24Vdc 24Vdc12Vdc

1-50W 1-50W 1-60W1-60W

5%

1000mA

90-264Vac

100-240Vac

50-60HZ

≥0.9

≤0.5W

≤15% ≤15% ≤15% ≤15%≤15%

163.5x48.5x29mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

CCC/TUV CCC/TUV UL/CUL/CCC
TUV/SAA

UL/CUL/CCC
TUV/SAA

UL/CUL/CCC
TUV/SAAApproval

Others

4200mA max. 2100mA max. 2500mA max.5000mA max.

36Vdc

1-50.4W

57W 57W 70W70W59W

1400mA max.

≥86% ≥86% ≥85%≥85%≥87%

-20°+80°

AED60-1500ILS AED60-24VLSAED60-12VLS

L: 163.5mm    B: 48.5mm
L1: 154.3mm     H: 29mm     B1: 40mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max.wire length=2M

Max. 13V Max. 25V Max. 38V Max. 13V Max. 25V

CV

Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  DC Output Voltage :  12V, 24V or 36V
-  IP20
-  Rated Input Voltage : 100-240Vac
-  Power Factor ≥0.9
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
    



L: 84mm    B: 40mm
L1: 76mm     H: 22mm     B1: 31.5mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm
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Wiring DiagramPhysical Parameter

IP20 80°
Tc Ta

-10°+45°

Constant Voltage LED Driver

LED Driver 12V  5W
U/S

Lifetime 20000H

Constant Voltage VersionWork Mode

Item No. AED05-1LLSVP

Output

Output Current

12Vdc

0-5W

7.3W

10%

-

90-264Vac

100-240Vac

50-60HZ

≥0.5

≤0.5W

84x40x22mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUVApproval

Others

420mA max.

100mA

≥70%

-20°+80°

Max. 13V

CV

Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  DC Output Voltage :  12V
-  IP20
-  Rated Input Voltage : 100-240Vac
-  Power Factor ≥0.5
-  Warranty :  20,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
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Wiring DiagramPhysical Parameter

L: 114mm    B: 40mm
L1: 110.6mm     H: 24mm     B1: 31.5mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

IP20 75°
Tc Ta

-10°+40°

Constant Voltage LED Driver

Lifetime 20000H

Constant Voltage VersionWork Mode

Item No. AED12-1LSV AED15-1LSV

Output

Output Current

12Vdc 12Vdc

0-12W 0-15W

15W 19W

5%

- -

198-264Vac

220-240Vac

100mA

50-60HZ

≥0.5

≤0.5W

114x40x24mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV TUVApproval

Others

1000mA max. 1250mA max.

≥78% ≥78%

-20°+80°

LED Driver 12V  12W/15W
U/S

Max. 13V Max. 13V

CV

Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  DC Output Voltage :  12V （Available 12W and 15W)
-  IP20
-  Rated Input Voltage : 220-240Vac
-  Power Factor ≥0.5
-  Warranty :  20,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
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Wiring DiagramPhysical Parameter

L: 103.2mm    B: 48.9mm
L1: 94.3mm     H: 17mm     B1: 40mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

IP20 85°
Tc Ta

-10°+45°

Constant Voltage LED Driver

LED Driver 12V/24V  15W
S-T/S

Lifetime 30000H

Constant Voltage VersionWork Mode

Item No. AED15-1LSVT AED15-2LST

Output

Output Current

12Vdc 24Vdc

1-15W 1-15W

19W 19W

5%

100mA

- -

198-164Vac

220-240Vac

50-60HZ

≥0.5

≤0.5W

103.2x48.9x17mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV TUVApproval

Others

1250mA max. 625mA max.

≥78% ≥78%

-20°+80°

Max. 13V Max. 25V

CV

Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  DC Output Voltage :  12V or 24V
-  IP20
-  Rated Input Voltage : 220-240Vac
-  Power Factor ≥0.5
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
- Slimless Design : Height 17mm



LED Driver 12V/24V  30W
S-T/S
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Wiring DiagramPhysical Parameter

L: 185mm    B: 48mm
L1: 176mm     H: 19mm     B1: 38mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

IP20 80°
Tc Ta

-10°+45°

Constant Voltage LED Driver

Lifetime 30000H

Constant Voltage VersionWork Mode

Item No. AED30-12VLST AED30-24VLST

Output

Output Current

12Vdc 24Vdc

0-30W 0-30W

37W 37W

5%

198-264Vac

220-240Vac

240mA

50-60HZ

≥0.9

≤0.5W

≤20% ≤20%

185x48x19mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV TUVApproval

Others

2500mA max. 1250mA max.

≥85% ≥85%

-20°+80°

Max. 13V Max. 25.2V

CV

Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  DC Output Voltage :  12V or 24V
-  IP20
-  Rated Input Voltage : 220-240Vac
-  Power Factor ≥0.9
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
- Slimless Design : Height 19mm



- -
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LED Driver 12V/24V  12W
Circular/S

Wiring DiagramPhysical Parameter

IP20 80°
Tc Ta

-10°+45°

Constant Voltage LED Driver

Lifetime 30000H

Constant Voltage VersionWork Mode

Item No. AED12-12VLSC AED12-24VLSC

Output

Output Current

12Vdc 24Vdc

0-12W 0-12W

15W 15W

5%

198-264Vac

220-240Vac

155mA

50-60HZ

≥0.5

≤0.5W

Ф57x22mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV TUVApproval

Others

1000mA max. 500mA max.

≥80% ≥80%

-20°+80°

Ф: 57mm 
L1: 52mm     H: 22mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max.wire length=2M

Max. 13V Max. 25V

CV

Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  DC Output Voltage :  12V or 24V
-  IP20
-  Rated Input Voltage : 220-240Vac
-  Power Factor ≥0.5
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
-  Round shape : ：Φ57mm



- -
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LED Driver 12V/24V  20W
Circular/S

Wiring DiagramPhysical Parameter

IP20 80°
Tc Ta

-10°+45°

Constant Voltage LED Driver

Lifetime 30000H

Constant Voltage VersionWork Mode

Item No. AED20-12VLSC AED20-24VLSC

Output

Output Current

12Vdc 24Vdc

1-20W 1-20W

24.9W 24.9W

10%

198-264Vac

220-240Vac

240mA

50-60HZ

≥0.5

≤0.5W

Ф65x26mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV TUVApproval

Others

1670mA max. 830mA max.

≥83% ≥83%

-20°+80°

Ф: 65mm 
L1: 61mm     H: 26mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max.wire length=2M

Max. 13V Max. 25.2V

CV

Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  DC Output Voltage :  12V or 24V
-  IP20
-  Rated Input Voltage : 220-240Vac
-  Power Factor ≥0.5
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
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LED Driver 12V/24V  30W
Circular/S

Wiring DiagramPhysical Parameter

IP20 85°
Tc Ta

-10°+45°

Constant Voltage LED Driver

Lifetime 30000H

Constant Voltage VersionWork Mode

Item No. AED30-12VLSC AED30-24VLSC

Output

Output Current

12Vdc 24Vdc

1-30W 1-30W

38.8W 38W

5%

198-264Vac

220-240Vac

240mA

50-60HZ

≥0.9

≤0.5W

≤20% ≤20%

Ф85x30mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV TUVApproval

Others

2500mA max. 1250mA max.

≥82% ≥84%

-20°+80°

Max.wire length=2M

Ф: 85mm 
L1: 80.5mm     H: 30mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max. 13V Max. 24V

CV

Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  DC Output Voltage :  12V or 24V
-  IP20
-  Rated Input Voltage : 220-240Vac
-  Power Factor ≥0.9
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
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LED Driver 12V/24V  12W
1-10V Dimmable/S

Wiring DiagramPhysical Parameter

Constant Voltage LED Driver

Lifetime 30000H

Constant Voltage VersionWork Mode

Item No. AED12-12VLSR AED12-24VLSR

Output

Output Current

12Vdc 24Vdc

0-12W 0-12W

15.5W 15.5W

5%

90-264Vac

100-240Vac

250mA

50-60HZ

≥0.9

≤0.5W

159x44x27.5mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV TUVApproval

Others

1000mA max. 500mA max.

≥83% ≥83%

L: 159mm    B: 44mm
L1: 142.5mm     H: 27.5mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max. 13V Max. 25.2V

- -

CV

Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  DC Output Voltage :  12V or 24V
-  IP20
-  Rated Input Voltage : 100-240Vac
-  Power Factor ≥0.9
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
-  1-10V Dimming

IP20 85°
Tc Ta

-10°+50° -20°+80°

120
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LED Driver 12V/24V  25W
1-10V Dimmable/S

Wiring DiagramPhysical Parameter

Constant Voltage LED Driver

Lifetime 30000H

Constant Voltage VersionWork Mode

Item No. AED25-12VLSR AED25-24VLSR

Output

Output Current

12Vdc 24Vdc

0-25W 0-25W

31W 31W

5%

90-264Vac

100-240Vac

380mA

50-60HZ

≥0.9

≤0.5W

≤15% ≤15%

170x52x29mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV TUVApproval

Others

2080mA max. 1050mA max.

≥82% ≥84%

L: 170mm    B: 52mm
L1: 153.5mm     H: 29mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max. 13V Max. 25.2V

CV

Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  DC Output Voltage :  12V or 24V
-  IP20
-  Rated Input Voltage : 100-240Vac
-  Power Factor ≥0.9
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
-  1-10V Dimming

IP20 85°
Tc Ta

-10°+50° -20°+80°

120



≤15% ≤15%
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LED Driver 12V/24V  36W
1-10V Dimmable/S

Wiring DiagramPhysical Parameter

Constant Voltage LED Driver

Lifetime 30000H

Constant Voltage VersionWork Mode

Item No. AED36-12VLSR AED36-24VLSR

Output

Output Current

12Vdc 24Vdc

0-36W 0-36W

5%

90-264Vac

100-240Vac

550mA

50-60HZ

≥0.9

≤0.5W

170x52x29mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV TUVApproval

Others

3000mA max. 1500mA max.

≥85% ≥86%

L: 170mm    B: 52mm
L1: 153.5mm     H: 29mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Max. 13V Max. 25V

43W 42W

CV

Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  DC Output Voltage :  12V or 24V
-  IP20
-  Rated Input Voltage : 100-240Vac
-  Power Factor ≥0.9
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
-  1-10V Dimming

IP20 85°
Tc Ta

-10°+50° -20°+80°

120



≤15% ≤15%
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LED Driver 12V/24V  60W
1-10V Dimmable/S

Wiring DiagramPhysical Parameter

Constant Voltage LED Driver

Lifetime 30000H

Constant Voltage VersionWork Mode

Item No. AED60-12VLSR AED60-24VLSR

Output

Output Current

12Vdc 24Vdc

60W 6-60W

5%

90-264Vac

50-60HZ

≥0.9

≤0.5W

186.5x58x33.5mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV TUVApproval

Others

5000mA max. 2500mA max.

≥85% ≥88%

L: 186.5mm    B: 58mm
L1: 168.5mm     H: 33.5mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

100-240Vac

800mA

Max. 13V Max. 25.2V

71.5W 71.5W

CV

Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  DC Output Voltage :  12V or 24V
-  IP20
-  Rated Input Voltage : 100-240Vac
-  Power Factor ≥0.9
-  Warranty :  30,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
-  1-10V Dimming

IP20 85°
Tc Ta

-10°+50° -20°+80°
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IP68 80°
Tc Ta

-10°+45°

Constant Voltage LED Driver

LED Driver 12V/24V/36V  4W
IP68/S

Lifetime 50000H

Constant Voltage VersionWork Mode

Item No. AED04-250ILSW AED04-350ILSW AED04-700ILSW

Output

Output Current

24Vdc 12Vdc 5Vdc

0-4W 0-3.6W 0-3W

5%

150mA

90-264Vac

100-240Vac

50-60HZ

≥0.5

≤0.5W

79x43.5x25.5mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV TUV TUVApproval

Others

170mA max. 300mA max. 600mA max.

≥75% ≥70% ≥70%

-20°+80°

Max.wire length=2M

Wiring Diagram

L: 79mm    B: 43.5mm
L1: 69.5mm     H: 25.5mm      B1: 34mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Physical Parameter

+

-

S
E

C

P
R

I~
~L

N

LED LED LED

Max. 26V Max. 14V Max. 7V

5.5W 5.2W 4.8W

- - -

CV

Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  DC Output Voltage :  5V,12V or 24V
-  Waterproof IP68
-  Rated Input Voltage : 100-240Vac
-  Power Factor ≥0.5
-  Warranty :  50,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
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IP68 80°
Tc Ta

-10°+45°

Constant Voltage LED Driver

LED Driver 12V/24V/36V  8W
IP68/S

Lifetime 30000H

Constant Voltage VersionWork Mode

Item No. AED08-250ILSW AED08-350ILSW AED08-700ILSW

Output

Output Current

36Vdc 24Vdc 12Vdc

0-7.2W 0-7.2W 0-7.5W

5%

300mA

90-264Vac

100-240Vac

50-60HZ

≥0.5

≤0.5W

79x43.5x25.5mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV TUV TUVApproval

Others

200mA max. 300mA max. 625mA max.

≥82% ≥80% ≥80%

-20°+80°

Max.wire length=2M

L: 79mm    B: 43.5mm
L1: 69.5mm     H: 25.5mm      B1: 34mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

+

-

S
E

C

P
R

I~
~L

N

LED LED LED

Wiring DiagramPhysical Parameter

Max. 38V Max. 27V Max. 17V

8.8W 8.8W 9.3W

- - -

CV

Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  DC Output Voltage :  12V,24V or 36V
-  Waterproof IP68
-  Rated Input Voltage : 100-240Vac
-  Power Factor ≥0.5
-  Warranty :  50,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
    



IP68 80°
Tc Ta

-10°+45°

Constant Voltage LED Driver

LED Driver 12V/24V/36V   15W
IP68/S

Lifetime 50000H

Constant Voltage VersionWork Mode

Item No. AED15-500ILSW AED15-700ILSW AED15-1400ILSW

Output

Output Current

36Vdc 24Vdc 12Vdc

1-15W 1-15W 1-15W

30%

300mA

90-264Vac

100-240Vac

50-60HZ

≥0.9

≤1W

≤20% ≤20% ≤20%

122x43x24.5mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV TUV TUVApproval

Others

420mA max. 625mA max. 1250mA max.

≥80% ≥80% ≥78%

-20°+80°
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Max.wire length=2M

Wiring Diagram

L: 122mm    B: 43mm
L1: 113mm     H: 24.5mm      B1: 34mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Physical Parameter

+

-

S
E

C

P
R

I~
~L

N

LED LED LED

Max. 37V Max. 26V Max. 13V

18W 18W 19W

CV

Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  DC Output Voltage :  12V,24V or 36V
-  Waterproof IP68
-  Rated Input Voltage : 100-240Vac
-  Power Factor ≥0.9
-  Warranty :  50,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
    



IP68 85°
Tc Ta

-10°+45°

Constant Voltage LED Driver

LED Driver 12V/24V/36V   20W
IP68/S

Lifetime 50000H

Constant Voltage VersionWork Mode

Item No. AED20-700ILSW AED20-1050ILSW AED20-12VLSW

Output

Output Current

36Vdc 24Vdc 12Vdc

2-20W 2-20W 2-19.2W

30%

500mA

90-264Vac

100-240Vac

50-60HZ

≥0.9

≤1W

122x48x30mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV TUV TUVApproval

Others

550mA max. 830mA max. 1600mA max.

≥85% ≥84% ≥84%

-20°+80°
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Max.wire length=2M

L: 122mm    B: 48mm
L1: 113mm     H: 30mm      B1: 37.5mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Wiring DiagramPhysical Parameter

≤20% ≤20% ≤20%

Max. 39V Max. 26V Max. 14V

23.5W 23.8W 23.8W

CV

Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  DC Output Voltage :  12V,24V or 36V
-  Waterproof IP68
-  Rated Input Voltage : 100-240Vac
-  Power Factor ≥0.9
-  Warranty :  50,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
    



Lifetime 50000H

Constant Voltage VersionWork Mode

Item No. AED36-1050ILSW AED36-1400ILSW

Output

Output Current

36Vdc 24Vdc 12Vdc

5-32.4W 5-30W 3-36W

30%

150mA

90-264Vac

100-240Vac

50-60HZ

≥0.9

≤1W

135x49x29mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV TUV TUV TUVApproval

Others

900mA max. 1250mA max. 3000mA max.

12Vdc

3-30W

2500mA max.

≥86% ≥83% ≥80%≥83%

AED30-12VLSE AED36-12VLSW
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Max.wire length=2M

Wiring Diagram

L: 135mm    B: 49mm
L1: 126mm     H: 29mm      B1: 41mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Physical Parameter

IP68 80°
Tc Ta

-10°+45°

Constant Voltage LED Driver

LED Driver 12V/24V/36V   36W
IP68/S

-20°+80°

≤20% ≤20% ≤20%

Max. 38V Max. 27V Max. 14V

38W 36W 43W

≤20%

Max. 14V

36W

CV

Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  DC Output Voltage :  12V,24V or 36V
-  Waterproof IP68
-  Rated Input Voltage : 100-240Vac
-  Power Factor ≥0.9
-  Warranty :  50,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
    



Lifetime 50000H

Constant Voltage VersionWork Mode

Item No. AED50-12VLSW AED50-24VLSW

Output

Output Current

12Vdc 24Vdc 24Vdc12Vdc

1-50W 1-50W 1-60W1-60W

5%

150mA

90-264Vac

100-240Vac

50-60HZ

≥0.9

≤0.5W

163x53x35.5mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

Approval

Others

4170mA max. 2080mA max. 2500mA max.5000mA max.

36Vdc

1-50.4W

1400mA max.

≥86% ≥86% ≥86%≥85%≥87%

AED60-150VLSW AED60-24VLSWAED60-12VLSW
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Max.wire length=2M

Wiring Diagram

L: 163mm    B: 53mm
L1: 154.5mm     H: 35.5mm      B1: 43mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Physical Parameter

IP68 80°
Tc Ta

-10°+45°

Constant Voltage LED Driver

LED Driver 12V/24V/36V   60W
IP68/S

-20°+80°

TUV TUV TUV TUV TUV

57W

≤15%

Max. 13V

57W

≤15%

Max. 25V

59W

≤15%

Max. 38V

70W

≤15%

Max. 13V

70W

≤15%

Max. 25V

CV

Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  DC Output Voltage :  12V, 24V or 36V
-  Waterproof IP68
-  Rated Input Voltage : 100-240Vac
-  Power Factor ≥0.9
-  Warranty :  50,000 hours
-  Class II Protection
-  Protection :  Short and Open circuit proof, Overload protection
    



Lifetime 30000H

Work Mode

Item No. AEB106-T2 AEB108-T2

Output

Output Current

T2 6W T2 8W T2 13W

10%

220-240Vac

50-60HZ

≥0.6

≤0.5W

177.5x22.5x19.5mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV TUV TUV TUVApproval

Others

T2 11W

AEB111-T2 AEB113-T2
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L: 177.5mm    B: 22.5mm
L1: 168mm     H: 19.5mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Physical Parameter

Electronic Ballast
T2·T5/S

50mA 70mA 100mA 120mA

IP20 75°
Tc Ta

-10°+45° -20°+80°

EB

Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  Rated Input Voltage : 220-240Vac
-  Econimical ballast for T2 and T5 CFL Lamp
-  Power Factor ≥0.6
-  Warranty :  30,000 hours
-  Protection :  Warm Start and Protection against lamp disconnection
-  Slim Size
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Physical Parameter

Lifetime 50000H

Work Mode

Item No. AEB122H-T5FC AEB140H-T5FC

Output

Output Current

T5FC 22W T5FC 40W

10%

100-240Vac

180mA140mA

50-60HZ

≥0.96

≤0.5W

104x67x31mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

SEMKO SEMKOApproval

Others

≥75% ≥75%

L: 104mm    B: 67mm
L1: 94.8mm     H: 31mm     B1: 54mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Electronic Ballast
T5·FC/S

IP20 75°
Tc Ta

-10°+45° -20°+80°

EB

Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  Rated Input Voltage : 100-240Vac
-  Econimical ballast for T5 FC Lamp
-  Power Factor ≥0.96
-  Warranty :  30,000 hours
-  Protection :  Warm Start and Protection against lamp disconnection
-  Slim Size
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L: 114mm    B: 45mm
L1: 102mm     H: 16mm     B1: 38mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Physical Parameter

Electronic Transformer
TUV/S

Lifetime 30000H

Work Mode

Item No. YXET60F

Output

Output Current

11.5V rms

10-60W

-

198-264Vac

220-240Vac

50-60HZ

≥0.99

≤0.5W

114x45x16mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUVApproval

Others

5000mA

LV-Halogen lamps

260mA

≥93%

IP20 80°
Tc Ta

-10°+45° -20°+80°

≤10%

-

65W

ET

Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  Rated Input Voltage : 220-240Vac
-  Rated Power :  60W
-  Output Votlage :  11.5Vrms
-  Power Factor ≥0.99
-  Warranty :  30,000 hours
-  Protection :  Short and Open circuit proof, Overload protection, Auto 
   Overheat regulation or Cut-off



LV-Halogen lamps
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L: 122mm    B: 34mm
L1: 116mm     H: 19mm     B1: 27mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

Physical Parameter

Electronic Transformer
TUV/S

Lifetime 30000H

Work Mode

Item No. YXET60A

Output

Output Current

11.5V rms

20-60W

198-264Vac

50-60HZ

≥0.99

≤0.5W

122x34x19mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUVApproval

Others

260mA

≥93%

IP20 75°
Tc Ta

-10°+45° -20°+80°

≤10%

-

220-240Vac

5000mA

-

65W

ET

Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  Rated Input Voltage : 220-240Vac
-  Rated Power :  60W
-  Output Votlage :  11.5Vrms
-  Power Factor ≥0.99
-  Warranty :  30,000 hours
-  Protection :  Short and Open circuit proof, Overload protection, Auto 
   Overheat regulation or Cut-off
-  TUV certificate
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L: 142mm    B: 50mm
L1: 134mm     H: 22mm     B1: 42mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

80W/105W/120W

IP20 80°
Tc Ta

-10°+45°

Lifetime 30000H

Work Mode

Item No. YXET80 YXET105 YXET120

Output

Output Current

11.6V rms 11.6V rms 11.6V rms

20-80W 35-105W 20-120W

87W 115W 132W

-

198-264Vac

220-240Vac

50-60HZ

≥0.99

≤0.5W

≤10% ≤10% ≤10%

142x50x22mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

TUV TUV TUVApproval

Others

6600mA 8750mA 10000mA

350mA 460mA 480mA

≥95% ≥96% ≥97%

-20°+80°

Physical Parameter

Electronic Transformer
TUV/S

LV-Halogen lamps

- - -

ET

Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  Rated Input Voltage : 220-240Vac
-  Rated Power :  80W, 105W and 120W
-  Output Votlage :  11.6Vrms
-  Power Factor ≥0.99
-  Warranty :  30,000 hours
-  Protection :  Short and Open circuit proof, Overload protection, Auto 
   Overheat regulation or Cut-off
-  TUV certificate
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LV-Halogen lamps

60W/80W/105W

IP20 80°
Tc Ta

-10°+45°

Lifetime 30000H

Work Mode

Item No. YXET60C YXET80B YXET105A

Output

Output Current

11.6V rms 11.6V rms 11.6V rms

20-60W 20-80W 35-105W

65W 87W 115W

-

-

198-264Vac

220-240Vac

50-60HZ

≥0.99

≤0.5W

123x39x21mm

Output Voltage Range

Max. Output Voltage

Output Power

Ripple Current

THD(Full load)

Input Current

AC Input Voltage

AC Input Voltage Range

Input Frequency

Max. Input Power

Power Factor(Full load)

Efficiency

Standby Power 

Input

Dimension

SEMKO SEMKO SEMKOApproval

Others

5000mA 6600mA 8750mA

260mA 350mA 460mA

≥93% ≥95% ≥96%

-20°+80°

Physical Parameter

Electronic Transformer
SEMKO/S

L: 123mm    B: 39mm
L1: 114mm     H: 21mm     B1: 29.5mm
Terminal block: Screw type
Housing material: Polycarbonate
Soldering: lead-free,comply with RoHS
Label: Surface print
Cable cross section: 0.5-1.0mm²
Stripping: 6mm

- - -

ET

Product Features:

Conformities
EN 61347-1 EN 61347-2-13        EN 61547
EN 55015 EN 61000-3-2          EN 61000-3-3

-  Rated Input Voltage : 220-240Vac
-  Rated Power :  60W, 80W and 105W
-  Output Votlage :  11.6Vrms
-  Power Factor ≥0.99
-  Warranty :  30,000 hours
-  Protection :  Short and Open circuit proof, Overload protection, Auto 
   Overheat regulation or Cut-off
-  SEMKO certificate
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Explanation of symbols

IP20
IP Rating

Symbols Explanation Symbols Explanation Symbols Explanation

CE Certification

TUV Certification TUV-GS Certification ENEC Certification

       N18647 
SAA121664EA

75°
Tc Ta

-10°+45°

-20°+80°

Product with a limited 
surface temperature

Product with a limited 
surface temperature

Safety isolation transformer 
for short circuit

Safety Extra-Low Voltage

Safety classification 2

Dimmable

CQC Certification

CCC Certification

CUL Certification SAA Certification

SEMKO Certification 110℃ 
Over heat protection

Case Temp.(Tc)

Independent Installation

Ambient Temp.(Ta)

Storage Temp.

13004099463
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